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GalFoam® Cellular Extruded Polyolefin Foam Rolls

GA25FHZ TECHNICAL DATA SHEET

Last Update: 19/02/25

All Palziv materials are compliant with RoHS, REACH and CMRT

Dimensional stability 24hr at 90°C < 5%

Data represents typical values measured on a 10mm thick specimen and should be considered 

as a guideline only.

Disclaimer: The material declaration provided to you is accurate to the best of our knowledge. We have 

made every effort to ensure the accuracy and reliability of this information. We cannot, however, 

guarantee this data's full accuracy or completeness. We are not responsible for any errors or omissions in 

the material declaration. We are also not responsible for any future damages that may result from any 

inappropriate use of this material

Description Standard Value Unit

Density ISO 845 25 Kg/m3

Tensile Strength MD ISO 1798 207 KPa

Elongation MD ISO 1798 79 %

Tensile Strength TD ISO 1798 163 KPa

Elongation TD ISO 1798 87 %

Compression 10% ISO 844 14 KPa

Compression 25% ISO 844 33 KPa

Compression 50% ISO 844 88 KPa

Compression Set 25% 0.5hr ISO 1856 22 %

Compression Set 25% 24hr ISO 1856 10 %

Compression Set 50% 0.5hr ISO 1856 47 %

Compression Set 50% 24hr ISO 1856 32 %

Thermal Conductivity at 10oC EN 12667 0.035 W/mK

Thermal Conductivity at 40oC EN 12667 0.039 W/mK

Working Temperature Range ISO 2796 -60/90 °C

Water Absorption  Vol(max) ISO 2896 1 %

Hardness ISO 868 47 Shore-00

Flammability FMVSS302 PASS

Flammability M1 >2.5mm

Flammability UL94 HF1

Flammability BS1350/ SI755 B,S2,D0
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